


Hi-MO LR4-72HPH 430~460M

21.2%  0~+5W <2% 0.55% HALF-CELL

MAX MODULE POWER FIRST YEAR YEAR 2-25 .
EFFICIENCY TOLERANCE POWER DEGRADATION POWER DEGRADATION Lower operating temperature
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Mechanical Parameters c D

Cell Orientation 144 (6% 24) -

Junction Box IP68, three diodes H N

4mm2, +400, -200mm/=21400mm
Output Cable )
length can be customized

Glass Single glass, 3.2mm coated tempered glass = D =
Frame Anodized aluminum alloy frame
Weight 23.3kg 8
Dimension 2094 X 1038 X35mm . ] i} < . _
Packaging 30pcs per pallet / 150pcs per 20° GP / 660pcs per 40" HC 9 , = ‘:E . =
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Electrical Characteristics  STC:AM1.5 1000W/m? 25°C  NOCT:AM1.5 800W/m? 20°C 1m/s  Testunceraintyfor Pmax £3%
Module Type LR4-72HPH-430M  LR4-72HPH-435M  LR4-72HPH-440M  LR4-72HPH-445M  LR4-72HPH-450M  LR4-T2HPH-455M  LR4-72HPH-460M
Testing Condition STC  NOCT STC  NOCT STC  NOCT STC  NOCT STC  NOCT STC NOCT STC  NOCT
Maximum Power (Pmax/W) 430 3211 435 3249 440 3286 445 3323 450 3361 455 339.8 460 3435
Open Circuit Voltage (Voc/V) 485 455 487 457 489 4538 49.1 46.0 493 462 495 46.4 497 46.6
Short Circuit Current (Isc/A) 1131 915 1139 921 1146 927 1153 933 1160 9.38 1166 943 1173 948
Voltage at Maximum Power (Vmp/V) 40.7 379 409 381 411 383 413 385 415 386 417 3838 419 39.0
Current at Maximum Power (Imp/A) 1057 847 1064 853 1071 859 1078 864 1085 870 1092 875 1098 880
Module Efficiency(9b) 19.8 200 202 205 207 209 212
Operating Parameters Mechanical Loading
Operational Temperature -40°C ~ +85°C Front Side Maximum Static Loading 5400Pa
Power Output Tolerance 0~+5W Rear Side Maximum Static Loading 2400Pa
Voc and Isc Tolerance +3% Hailstone Test 25mm Hailstone at the speed of 23m/s
Maximum System Voltage DC1500V (IEC/UL)
Maximum Series Fuse Rating 20A Temperature Ratings (STC)
Nominal Operating Cell Temperature 45+2°C Temperature Coefficient of Isc +0.048%/°C
Protection Class Class Il Temperature Coefficient of Voc -0.270%/°C
Fire Rating ULtypelor2 Temperature Coefficient of Pmax -0.350%/°C
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